
12

18

0

See Figure A-23 for Lithology from 0 to 15 feet

GRAVEL (GW)
dark brown, wet, sub-rounded, non-plastic, well
graded, no odor, native sand mixed with sand
(#2/12) from monitoring well installation present
CLAY (CL)
medium stiff, moist, plastic, no odor, fragments of
monitoring well casing evident in stainless steel
tube sample
SAND (SP)
gray, moderately dense, wet, rounded, non-plastic,
poorly graded, no odor, organics present

No Samples taken from 25 to 40 feet

0.1

0.2

GW

CL

SP

Grout From 0 To 18 Feet

Bentonite From 18 To 19 Feet

Sand From 19 To 40 Feet

2-inch dia., SCH 40 PVC
Blank From 0 To 5 Feet

2-inch dia., SCH 40 PVC
Screened Casing From 5 To
15 feet

Hammer weight/drop:   --

Date finished:   5/14/02

Split spoonSampler:

See Figure 5 *Boring location:

Date started:   5/14/02

Drilling method:   Hollow stem auger

Hammer type:   Hydraulic

Northing: 482033
Easting: 1431173

C. Keane
Gregg Drilling

Logged by:
Drilled by:
Coordinates:

Flush mounted
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Top of Casing Elevation:  19.881

MATERIAL DESCRIPTION

Figure:
A-24a

PROJECT:

2893.08
Project No.:

PAGE  1  OF  2

BUILDING 900S AREA
Presidio of San Francisco, California Log of Monitoring Well 979GW111R

T
E

S
T

 E
N

V
IR

O
N

M
E

N
T

A
L 

W
E

LL
 R

E
V

1 
 2

89
30

8.
G

P
J 

 T
&

R
.G

D
T

  3
/3

/0
3



SP

D
E

P
T

H
(f

ee
t)

B
lo

w
C

o
u

n
t

R
ec

ov
er

y
(f

ee
t)

LI
T

H
O

LO
G

Y

Sample
Number

36

37

38

39

40

41

42

43

44

45

46

47

48

49

50

51

52

53

54

55

56

57

58

59

60

61

62

63

64

65

66

67

68

69

70

SAMPLES

O
V

M
 (

pp
m

)

S
am

pl
e

WELL COMPLETION
INFORMATION

Top of Casing Elevation:  19.881

MATERIAL DESCRIPTION

Figure:
A-24b

PROJECT:

2893.08
Project No.:

PAGE  2  OF  2

BUILDING 900S AREA
Presidio of San Francisco, California Log of Monitoring Well 979GW111R

T
E

S
T

 E
N

V
IR

O
N

M
E

N
T

A
L 

W
E

LL
 R

E
V

1 
 2

89
30

8.
G

P
J 

 T
&

R
.G

D
T

  3
/3

/0
3

Boring terminated at 40 feet below ground surface. Boring
converted to groundwater monitoring well.
Groundwater encountered at 15 feet.

1 Elevation based on 16 & 17 August 2001 survey by Towill, Inc. to
Presidio Lower Low Water datum.

* Draft Building 900s Area Construction Completion Report
(Treadwell & Rollo, 2003).




